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Performance Medium Flow Configuration - DT1-75, 20-200 bar ∆P
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DOC ID : CV-DT1-75-10C-200

Tables

Test Fluid used: Hydraulic Oil VG 32@30◦C
Specific Gravity: 0.86 @40◦C
cP: 25@40◦C

DT1-75 Flow performance vs Percent opening - [l/h]
∆P [bar] 5% 10% 25% 50% 75% 100%
20 0.02 0.13 1.44 9.43 29.31 66.44
30 0.16 0.80 5.66 23.59 53.80 96.29
50 0.22 1.13 8.03 33.45 76.30 136.56
100 0.32 1.64 11.64 48.52 110.67 198.08
150 0.41 2.06 14.61 60.92 138.93 217
200 0.47 2.40 17.08 71.20 162.38 217

Cv performance vs Percent opening
∆P [bar] 5% 10% 25% 50% 75% 100%
20 4.9910−6 3.0510−5 0.0003 0.0022 0.0067 0.0152
30 2.9510−5 0.0001 0.0011 0.0044 0.0101 0.0180
50 3.2410−5 0.0002 0.0012 0.0049 0.0111 0.0198
100 3.3210−5 0.0002 0.0012 0.0050 0.0114 0.0203
150 3.4010−5 0.0002 0.0012 0.0051 0.0116 0.0208
200 3.4410−5 0.0002 0.0012 0.0052 0.0118 0.0211

For more info or other configurations
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