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Performance High Flow Configuration - DT1-90, 20-200 bar ∆P
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Tables

Test Fluid used: Hydraulic Oil VG 32@25◦C
Specific Gravity: 0.86 @40◦C
cP: 25@40◦C

DT1-90 Flow performance vs Percent opening - [l/h]
∆P [bar] 5% 10% 25% 50% 75% 100%
20 0.09 0.47 3.73 18.11 47.14 94.83
25 0.17 0.86 6.14 25.61 58.40 104.53
50 0.27 1.36 9.68 40.35 92.03 164.72
100 0.40 2.02 14.39 60.00 136.83 217.00
150 0.50 2.51 17.84 74.37 169.62 217.00
200 0.58 2.93 20.85 86.91 198.22 217.00

Cv performance vs Percent opening
∆P [bar] 5% 10% 25% 50% 75% 100%
20 3.7810−5 0.0002 0.0016 0.0076 0.0198 0.0399
25 6.4210−5 0.0003 0.0023 0.0096 0.0220 0.0393
50 7.1610−5 0.0004 0.0026 0.0107 0.0245 0.0438
100 7.5210−5 0.0004 0.0027 0.0113 0.0257 0.0408
150 7.6110−5 0.0004 0.0027 0.0114 0.0261 0.0333
200 7.7110−5 0.0004 0.0028 0.0116 0.0264 0.0289

For more info or other configurations
Please contact us at ems@droptech.no
Yours sincerely
Droptech AS


